
 
PRODUCT INFORMATION 
 
Meat Processing Machines 
 

Technical Specifications 

Model Robusta-inox-230 Robusta-inox-400 

Art. No. 4317 4316 

Cutting area 195 x 227 mm 

Band length 1,700 mm x 16 mm 

Dimensions (WxDxH) 545 x 510 x 816 mm 

Set-up area (WxD) 290 x 320 mm 

Table dimensions (WxD) 400 x 500 mm 

Power rating 0.75 kW 

Band speed 17.3 m/s 

Dead weight 45 kg 

Power rating 230 V 400 V 

Technical modifications might be due to technical improvements. 

 

 For cutting bones, fresh or frozen meat or 
fish, smoked meat or ham and similar 
products 

 Housing and platform in stainless steel, work 
surface 400 x 500 mm 
Button IP55, control box IP56 

 Low-noise heavy duty motor 

 Saw band made of quality steel for 
shatterproof cut 

 

Robusta-inox-230901-Rev006-DS-en 

Option: mobile 
underframe in 
stainless steel 

Meat and Bone Band Saw –  
Series ROBUSTA-INOX 

 Smooth, effective sawing with built-in band 
cleaner 

 Portion- and safety feed as standard 

 Suitable for continuous operation 
 

Option: 

 Mobile underframe in stainless steel, 
movable by tilting, two castors, two feet, 
Height table top: 760 mm / handle: 900 mm 


